Haymaster 40.7TAH VS

@ 600 mm Load Centre as per AS1418.19

DIFFERENTIAL AXLES
Dana Spicer axles
Self-locking differential on front axle (limited slip 45%)
Type of steering:........................................Modes, 4 wheel / 2 wheel / crab
Front axle: Dana Spicer: ........................................................................rigid
Rear axle: Dana Spicer: ................................................................oscillating
Foot brake: ............................... oil bath wet disk on the front and rear axle
Park brake:...................................................................Electric switch apply
Auto apply park brake when engine shut down (spring applied hydraulic
release)
TYRES
Tyres: Mitas MPT22 ....................................................... 24” Radials 445/70
REFUELING (litre)
Hydraulic system (total):............... ...................................................... 140L
Fuel tank:............... ............................................................................. 160L
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VS

HYDRAULIC SYSTEM
Three gear pumps load sensing: ...................................................160 l/min
Max working pressure: ....................................................................240 bar
Proportional control joystick .............................................................. 3 in 1
16 Litre Hydraulic oil cooler located at rear of machine

STANDARD INCLUSIONS
Generation 3 agricultural comfort cab, ROPS/FOPS approved cabin, with
front glass protection
H version cabin for 360° driver visibility
Australian designed air conditioning with in cabin filtration system
Visual and audible longitudinal stability indicator and limiter to prevent
overload
Mechanical 60 second overload as per Australian standards
Adjustable steering column
Safety lock switch for quick steering mode selection
Hour metre/tacho
Digital speedometer
Temperature gauge monitoring system with shut down protection
Side shift carriage 200mm
Easy ride boom suspension
Kenwood CD player
Window tint
Low fuel warning light
Full road lighting kit with amber rotating light, number plate light
Left and right rear vision mirrors
Reverse alarm
Emergency stop in cabin
Battery isolation switch
Fire Extinquisher in cab
Air suspension driver seat with lower back lumbar support and
adjustable arm rest
Safety interlock switch in driver’s seat
World first agricultural designed telehandler with rear mounted radiator
with reversing fan
Self-leveling carriage with 146° carriage rotation
Work light (2 front, 2 rear) of cabin
Dieci patent design boom cradle
Hydraulic couplers for attachments on head of boom
Manual quick hitch with floating forks 120mm x 50mm x 1200mm
Boom angle indicator, Tow hook
Safety & risk assessment decal kit
Engine and transmission protection guards
Maximum capacity limiter pre arrangement for freely suspended loads for
use with jibs or hook (if required)
Additional options available on request

r 40.7TAH

TRANSMISSION
Sauer - Danfoss Vario Transmission - A seamless automatic transmission
that gives constant speed and torque through the full range regardless of
terrain. Further enhanced by 3 operator selectable drive modes.
Vario Automatic - Machine reaches the maximum speed of 40km/h
without limitations of the engine speed
Loader/Towing Mode - Maximum loading effort situations, the
maximum speed can be limited to a range from 0 to 14km/h
Creep Mode - Manually set and adjustable creep speed to 1km/h
at full engine RPM

ENGINE
IVECO NEF - TA - 94 kW (Tier 3)
Maximum power: ............................................94 kW (128 hp) at 2200 rpm
Operating principle: ............................................four-stroke, diesel engine
Cylinder number and layout: .............................................4, vertical in line
Displacement: ................................................4485 cm3 - Turbo compressor
Cooling system: ..................................................................................water
Engine pre cleaner (self cleaning)

Haymaste

PERFORMANCES
Maximum capacity: ....................................................................... 4.000 kg
Capacity at maximum height on tyres: .......................................... 2.600 kg
Capacity at maximum boom extension on tyres: ........................... 1.400 kg
Maximum lifting height on tyres: .....................................................7.10 m
Maximum horizontal boom extension: ............................................3.90 m
Boom extension at maximum height: ..............................................0.15 m
Fork tilting angle (carriage rotation): .................................................. 146º
Towing force: ...............................................................................9.300 daN
Maximum allowable slope: ..................................................................60%
Total empty weight: ...................................................................... 7.600 kg
Max speed: .....................................................................................40 km/h

presents

Haymaster 40.7TAH vS
Dieci, leaders in the manufacture of telescopic handlers present the Haymaster 40.7TAH VS,
part of the tailor made agricultural range from Dieci Australia. Designed and built specifically
for Australia’s hay industry this model includes many of the innovative ideas for which Dieci
is renowned.

Generation 3 agricultural comfort cab offers 360° visibility

Modern integrated instrument panel with
load management readout

Dieci easy ride twin cylinder boom suspension

High visibility side shift carriage

Adjusted by
the operator

Adjusted by
the operator

Adjusted by
the operator

Proportional control joystick with 160L/min load sensing hydraulics

Spacious cabin for improved driver comfort

Forward and reverse shift control

Drive mode selection

World’s first agricultural telehandler with rear mount radiator and hydraulic
oil cooler, both with reversible fan. Roof mounted air/con system

NO STOP

NO STOP

Easy access to side mounted 128hp engine

120Amp battery along with battery isolation

146° carriage rotation

NO STOP

Sauer - Danfoss Vario Transmission - A seamless automatic transmission that gives constant speed and
torque through the full range regardless of terrain

